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OVERALL
FRAME OPENING LENGTH

REMOVABLE

COVER PLUGﬁ%

SECTION A—A

STANDARD SLAM LOCK

\
SPECIFICATIONS

1. BILCO AUTOMATIC LOCK OPEN ARM

2. 1/4 ALUMINUM COVER
(COVER REINF. FOR 300 LBS PER SQ. FOOT LIVE LOAD)

3. BILCO 1/4" ALUMINUM CHANNEL WITH EXTRUDED 1"
ANCHOR FLANGE

STAINLESS STEEL 3" PIANO HINGE

TERRAZZO REINF. WIRE MESH (2"X1"X.083 GALV.)
STANDARD SLAM LOCK

REMOVABLE SQUARE KEY WRENCH

SPRING LIFTING MECHANISM

HEAVY DUTY CHECK CHAIN

10. GUIDE ARM (IF REQ'D)

© o N PN

SHOP FINISH:
ALUMINUM:
HARDWARE:

MILL FINISH
ZINC PLATED/CHROMATE SEALED
(UNLESS OTHERWSE SPECIFIED)

REINFORCED FOR 300 Lbs. PER Sq. Ft.
(1464 kg. PER Sq. METER) LIVE LOAD

y } INSTALLER NOTES:
B B A. USE CAUTION. COVER IS SPRING LOADED. DO NOT REMOVE SAFETY
1" [25] SHIPPING BOLT UNTIL UNIT IS TO BE INSTALLED AND IN NORMAL
n ; MAX. RECESS 4‘ HORIZONTAL OPERATING POSITION.
il = I
!“ = ::! ¥ B. BEFORE ANCHORING IN PLACE OPEN AND CLOSE DOOR. CHECK TO
SEE THAT THE DOOR IN THE CLOSED POSITION RESTS ON THE FRAME
ALL AROUND. IF NOT, SHIM UNDER THE FRAME AT THE PROPER CORNER.
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INFORMATION CONTAINED HEREIN REMAINS THE PROPERTY
(OF THE BILCO CONPANY. ALL RIGHTS RESERVED.
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